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Canadian Doormaster Electric Ltd.
#7 - 3051 Underhill Avenue
Burnaby, BC

V5A 3C2

P: 604-421-3603

F: 604-717-1091

www.canadiandoormaster.com

Site Check Report

Technician's Email:
Technician's Phone #:
Supervisor's Email:
cc Email:

Kyle Hart
kyle@canadiandoormaster.com

kathy @canadiandoormaster.com
colleen@canadiandoormaster.co

Sample Co. Inc.
1234 Main St.
Somewhereville, BC

Bill To:

John Smith

P: (604) 555-4321
F: (604) 555-1234
John.smith@sample.com

Customer Informiaticon

Sample Co. Inc.
1234 Main St.
Somewhereville, BC

John Smith

P: (604) 555-4321

F: (604) 555-1234
John.smith@sample.com

Opening Detalils:
Construction: Wood
Width: 22'3" (267")
Height: 12'0" (144")
Sideroom: 1'0" (12")
Headroom: 1'4" (16")

Type: Steel Door

Width: 22'7" (271")
Height: 12'0" (144")

Slat Style: 3" Curved Slat
Slat Size: 2-7/8" (2-7/8")
Cycle Life: 15,000

Door Details:

Guide Style: Face of Wall "U"
Fire Rated: No

Bottom Bar: Double Angle
Finish: Painted Grey

Make: R&S

Model: Service - Heavy Duty

Serial #: 127459
Identifier: BACK GARAGE

Type: Hoist - LH Wall Mounted

Manufacturer: Lynx Industries
Operating Mode: B2

Motor Details:

Model: MCJH

Power: 115V 1PH 3/4HP
Date of Manufacturing: December 5 2012

Control Details:

Receiver: Linear AP5
Transmitter: Linear ACT-34B
Push Button Station: PBS-3
Keypad: Linear AK-11

Infra-Red: HTM RP-76

Safety Details:

NOTES: Operator is on interior side of opening driving through the wall to the exterior mounted door.
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